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Ballistic Rubber Tiles

TOP TILE:

Rubber Compound:
Acoustic

Face Profile:
Ribbed

RUBBER COMPOUND

Standard

Acoustic

BOTTOM TILE:

Rubber Compound:
Standard

Face Profile:
Wave

BALLISTIC TILE CONFIGURATION OPTIONS

TILE DIMENSIONS

TILE FACE PROFILES

24" x 24" x 2" 1- Flat
24" x 24" x 1.5” 2 - Wave
24" x 24" x 1" 3 - Ribbed

TILE FACE PROFILES

FLAT SIDE PROFILE

@

WAVE

WAVE SIDE PROFILE

®

RIBBED

RIBBED SIDE PROFILE

Our ballistic rubber tiles provide a robust,
reliable solution for OEMs, range system
integrators and defence contractors.
Manufactured from high-performance
recycled rublber compounds, the range

is available in Standard and Acoustic
formulations, with three thicknesses (1", 1.5
and 2") and a choice of smooth, ribbed or
wave surface profiles to suit a variety of
system requirements. All tiles are supplied
with straight edges for installation within
customer-designed framing systems and
are manufactured to consistent quality
standards using proven production
processes. Combining material performance,
manufacturing flexibility and sustainable
recycled content, our ballistic tiles deliver
a dependable solution for modern ranges.

APPLICATIONS

Shooting ranges

Military & defence training facilities
Law enforcement training centres
Custom OEM range installations
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